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FIELD INSEPCTION KIT

Chain: a chain is utilized to non-destructively inspect the concrete for deterioration via sound. The assembly
detailed below represents one type of field-proven chain assembly. Note: the chain material and size are of
the most importance (item 1), while the handle (items 2,3,4) can be modified to the inspector’s preference.

1/4 in. Grade 30 Zinc Plated Steel Proof Coil Chain (5 LF)
1/4 in. Galvanized Anchor Shackle (1 EA)

5/16 in x 4” Zinc-Plated Lag Thread Screw Eye (1 EA)

1 in. Oak Round Dowel (1 LF)
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Hammer: a hammer is both utilized to 1) non-destructively inspect the concrete for deterioration via sound,
and 2) is also used to inspect partial depth removals for acceptance (verifying all unsound concrete is
removed). Note: a bricklayer’'s hammer is the primary hammer that will be used as the pointed end is
especially useful for inspecting partial depth removals for acceptance.

1. Bricklayer's Hammer (1 EA)
2. [OPTIONAL] Framing Hammer (1 EA)
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Screwdrivers: screwdrivers are useful for inspecting concrete wherever prying is required. Note: a flat head
demolition screwdriver is preferred as it is more durable and is has been designed be used in combination

with a hammer (where needed).

1. Flat Head Demolition Screwdriver (1 EA)
2. [OPTIONAL] Flat Head Screwdriver (1 EA)

Miscellaneous Items: various miscellaneous items are useful for the inspector.

1. 25’ Tape Measure (1 EA)

2. [OPTIONAL] 100’ Tape (1 EA, not shown in photo)
3. [OPTIONAL] Flashlight (1 EA)

4. [OPTIONAL] Storage Box (1 EA)



